
SYSTIMAX® Solutions 

Ruggedized Connectivity 
Solution for Harsh and 
Industrial Environments

www.commscope.com



www.commscope.com2

Preparing for a Network Evolution  
in Industrial Revolution

The demand and need for enhanced 
connectivity solutions continues to grow and 
expand into areas outside the normal office 
environment. Whether the organization is 
Utility, Pharmaceutical, Manufacturing, Military, 
Automotive, or Automation, all need to take 
steps to ‘bullet proof’ their network infrastructures 
to deliver bandwidth, flexibility, robustness, 
security and ease of moves, adds and changes.

Industrial operations of all sizes and sectors, 
from heavy to light industries and from 
process to flow plants, are under intense 
pressure to increase efficiency. A well-
designed connectivity solution can deliver 
the security, robustness, flexibility and 
manageability that industrial operations 
require to meet their environmental needs. 
From the front office to the back office and 
from the shipping dock to the production 
floor, the cabling infrastructure and network 
that uses it, can help industrial organizations 
increase workflow, improve production yields 
and solve problems in a quicker time frame.

Deploying Cabling in the 
Industrial Environment
Just as complex factory automation systems 
require careful planning, so too does cabling 
in any harsh environment. Many industrial 
processes generate significant amounts 
of heat, dust, humidity, corrosive fluids, 
gases and/or mechanical forces during the 
manufacturing processes, and these represent 
significant threats to any cable plant.

Couple this with the growth of Industrial 
Ethernet, the benefits of ruggedized Category 
5e and 6 connectivity solutions become clear. 
In this environment these ruggedized solutions 
offer significant advantages over alternative 
distribution systems such as:

High capacity•	

Smaller and lighter than ruggedized •	
enclosure alternatives

Resistant to unauthorized tapping •	
and disconnection

Supports most network services•	

Easy to engineer and maintain•	

Highly resistant to interference from heat, •	
humidity, dust and water ingress

Excellent growth and applications •	
upgrade potential

These days, simply having information isn’t 
enough. You need to be able to access it, 
integrate it and deliver it - and make it work 
for you. That’s why a reliable, robust cabling 
infrastructure is a real strategic advantage. 
And that’s where CommScope and its 
SYSTIMAX® Solutions brand comes in.

SYSTIMAX Solutions supports connectivity 
solutions in industrial environments with 
products of high quality and performance. 
Industrial networks require re-arrangement 
flexibility to accommodate moves and/or 
changes and to enable users to administer 
and maintain the network. The connectivity 
solutions used in laboratories, factory 
floors, warehouse locations and other harsh 
environments are critical to achieve flexibility 
and ease of use.

The drivers for ruggedized connectivity 
for harsh environments include:

A need to efficiently migrate to speeds •	
from 10 Mb/s and 100 Mb/s up to  
1 Gb/s and beyond

A need to quickly and easily connect •	
and protect networks

A need to most efficiently support multiple •	
connectivity technologies (Category 5e, 
Category 6, fiber in future release)

High resistance to dust and dirt•	

High resistance to water and humidity•	

A need to increase reliability of network •	
operations

A need to reduce recurring operational •	
and maintenance costs
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The SYSTIMAX Ruggedized Connectivity 
Solution is designed to support 
applications such as military 
telecommunications equipment, utility 
instrumentation panels, pharmaceutical 
laboratories and equipment, Industrial 
Ethernet sensors and factory floor 
automation. The SYSTIMAX 
Ruggedized connectors meet IP65 and 
IP67 environmental testing for use in 
industrial applications, where potential 
exposure to liquid and dust 
is expected. The solution consists of an 
outlet assembly and a plug assembly, 
that form an IP65 and IP67  
rated seal.  

Features

Audible, tactile and visual •	
confirmation of engagement

Avoids accidental disconnects•	

Resistant to water, dust exposure •	
and humidity

Mechanical cable strain,  •	
flex and impact relief

Robust keying of outlet  •	
housing to faceplate 

SELECT - CONNECT - PROTECT

Product Number  Description Material ID
MIR-RJ45 M-Series Ruggedized Receptacle - RJ45 760042960

MIB-2  2 Port Industrial Box 760080820

Product Number  Description Material ID
MIR-CAP Ruggedized Receptacle - Cap 760042978

Product Number  Description CPC Code
GS8E-IP-C GS8E-IP Ruggedized Plug to GS8E, Coiled Strain Relief CPCC312

GS8E-IP-C GS8E-IP Ruggedized Plug to Unterminated, Coiled Strain Relief CPCC412

GS8E-IP-C GS8E-IP Ruggedized Plug to Ruggedized Plug, Coiled Strain Relief CPCCC12

GS8E-IP-D GS8E-IP Ruggedized Plug to GS8E, Domed Strain Relief CPCD312

GS8E-IP-D GS8E-IP Ruggedized Plug to Unterminated, Domed Strain Relief CPCD412

GS8E-IP-D GS8E-IP Ruggedized Plug to Ruggedized Plug, Domed Strain Relief CPCDD12

GS8E-IP-C-D GS8E-IP Ruggedized Plug (Coiled Strain Releif) to Ruggedized Plug, 
Domed Strain Relief

CPCCD12

*Standard color: Dark Gray. Standard configurable length is 1ft to 100ft. Ordering Material ID of  GS8E-IP 
Ruggedized Plug to GS8E, Coiled Strain Relief, Dark Gray Cordage, 7ft is: CPCCC12-03F007

Product Number  Description CPC Code
IR11SP Faceplate - Single Gang - 1 port - Stainless Plate 760042994

IR12SP Faceplate - Single Gang - 2 port - Stainless Plate 760043000

IR22SP Faceplate - Double Gang - 2 port - Stainless Plate 760043026

IR24SP Faceplate - Double Gang - 4 port - Stainless Plate 760043018

The modular design of the SYSTIMAX ruggedized outlet 
housing assembly accepts a standard SYSTIMAX 
M-Series PowerSUM (Category 5e) or GigaSPEED® XL 
(Category 6) outlet and can be mounted in an 
appropriately sized aperture, or in a SYSTIMAX 
corrosion-resistant faceplate that can be mounted to 
a standard-sized single or double wall outlet box.

The SYSTIMAX ruggedized protective caps can be 
used to protect unused outlets or to seal an outlet during 
wash down periods when the outlet and plug may be 
disconnected. The protective caps feature a retention 
chain, which prevents them from being misplaced 
when not in use.

The SYSTIMAX ruggedized stainless steel faceplates 
offer a protective seal from moisture and debris. 
The faceplates are available in 1-, 2- and 4-port 
options with a rear sealing gasket.

The SYSTIMAX ruggedized plug assembly is 
preassembled to a SYSTIMAX GS8E Category 6 patch cord. 
The plug assembly also provides an IP67 rated seal with the 
cord, as well as strain, flex and impact relief. The patch cords 
can be configured and ordered using the standard SYSTIMAX 
Copper Patch Cord (CPC) Product Identifier. 
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Physical Specifications:

Faceplate Width: 2.75 in (69.9 mm) single gang 
4.56 in (115.8 mm) double gang

Faceplate Height: 4.5 in (114.3 mm)

Mechanical and Environmental Specifications

Material: High Impact Plastic

Storage Temperature: -13°F to 185°F (-25°C to 85°C)

Operation Temperature: 14°F to 140°F (-10°C to 60°C)

UL and cUL Listed

IP65 and IP67 Rated

Ingress Protection (IP) Ratings

The Ingress Protection (IP) rating system is suitable for classification of the ruggedized 
connectivity solution. The IP numbers specify the treatment a solution can endure in harsh 
environments.

Protection Against Solid Objects First 
Number

Second 
Number

Protection Against Liquids

No protection 0 0 No protection

Protected from solid objects of 50 mm 
and greater (e.g., accidental touch by 
hands)

1 1 Protected from vertically-falling drops  
of water (e.g., condensation)

Protected from solid objects of 12 mm 
and greater (e.g., fingers)

2 2 Protected from direct sprays of water up to 
15° from vertical

Protected from solid objects more than 
2.5 mm (e.g., tools and small wires)

3 3 Protected from direct sprays of water up to 
60° from vertical

Protected from solid objects more  
than 1 mm (e.g., small wires)

4 4 Protected from water sprayed from all  
directions (e.g., water splash). 
Limited ingress permitted

Protected from dust; limited entrance 
(no harmful deposit) 

5 5 Protected from low pressure jets of water 
from all directions. Limited ingress permitted

Totally protected from dust 6 Protected from strong jets of water.  
Limited ingress permitted

7 Protected from the effects of immersion  
between 15 cm and 1m

8 Protected from extended periods of  
immersion under pressure

1.010in 
(25.65 mm)
±.003in (±.07mm)

.74in 
(18.8 mm)

Outlet HousingAperture/Opening

Plug, Domed 
Strain Relief

Plug, Coiled 
Strain Relief

1.26in (32 mm)

0/1.12in (28.44 mm)   

1.66in (40.6 mm) min

3.17in (80.5 mm) min

1.15in (29 mm)

1.15in (29 mm)


